










LOAD POINT HEIGHT

LOAD RADIUS

15’ 0” (4.6 M) 20’ 0” (6.1 M) MAXIMUM RADIUS

OVER END OVER SIDE OVER END OVER SIDE OVER END OVER SIDE

ABOVE 
GROUND 
LEVEL

19’ 1” (5.8 M)
3000 
(1360)

3000 
(1360)

15’ 0” (4.6 M)
4660 
(2115)

4660 
(2115)

3180 
(1440)

3180 
(1440)

2880 
(1305)

2880 
(1305)

10’ 0” (3.0 M)
5390 
(2445)

5390 
(2445)

3530 
(1600)

3530 
(1600)

2880 
(1305)

2880 
(1305)

BOOM LEVEL 
8’ 8” (2.7 M)

5490 
(2490)

5490 
(2490)

3580 
(1625)

3580 
(1625)

2885 
(1310)

2885 
(1310)

5’ 0” (1.5 M)
5480 
(2485)

5480 
(2485)

3615 
(1640)

3615 
(1640)

2905 
(1320)

2905 
(1320)

AT GROUND LEVEL
4760 
(2160)

4760 
(2160)

3365 
(1525)

3365 
(1525)

2950 
(1340)

2950 
(1340)

BELOW 
GROUND 
LEVEL

5’ 0” (1.5 M)
3690 
(1675)

3690 
(1675)

2955 
(1340)

2955 
(1340)

10’ 0” (3.0 M)
2695 
(1220)

2695 
(1220)

2690 
(1220)

2690 
(1220)

10’ 9” (3.3 M)
2580 
(1170)

2580 
(1170)

NOTE: The above loads are in compliance with the SAE standard J1097 
DEC2005. They do not exceed 87% of hydraulic lifting capacity or 75% 
of tipping capacity.

The rated lift capacity is based on the machine being equipped with 
counterweight, standard boom, standard tires, no auxiliary hydraulics, 
and no bucket. Adjust the listed rated capacities by subtracting the 
value for bucket/attachment used: 
8215-6006 60” (1.5 m)	 Ditching -	 789 lbs (358 kg) 
8215-6008 36” (914 mm)	 Excavating -	 786 lbs (357 kg)

NOTE: Bucket adjustment values are 87% of the actual bucket weights.

The load point is located on the bucket pivot point, including load listed 
for maximum radius.

Do not attempt to lift or hold any load greater than these rated values at 
specified load radii and heights. The weight of slings and any auxiliary 
devices must be deducted from the rated load to determine the net load 
that may be lifted.

ATTENTION: All rated loads are based on the machine being stationary 
and level on a firm supporting surface. For safe working loads, the 
user must make allowance for his particular job conditions such as 
soft or uneven ground, out of level conditions, side loads, hazardous 
conditions, experience of personnel, etc. The operator and other 
personnel must fully acquaint themselves with the Operator’s Manual 
furnished by the manufacturer before operating this machine. Rules for 
safe operation of equipment must be adhered to at all times.

DISCOVERY SERIES MODEL OPTIONS:

Passenger side door step

Rear step

Auxiliary hydraulics

GRADALL MODEL D152 4X2 & D154 4X4 LIFT CAPACITY OVER SIDE OR REAR - LB. (KG)

Shown with 8215-6006 60” (1.52 m) ditching bucket 
	 4 x 2	 4 x 4	 4 x 2	 4 x 4

A	 27’1” (8.3 m)	 27’1” (8.3 m)	� Overall length (boom in rack)  
with bucket

B	 12’3” (3.7 m)	 12’9” (3.8 m)	� Overall height (boom in rack)  
with bucket

C1	 8’6” (2.6 m)	 8’6” (2.6 m)	 Width of upperstructure
E	 6’7” (2.0 m)	 6’7” (2.0 m)	� Swing clearance, rear of  

upperstructure
N	 10” (254 mm)	 10” (254 mm)	 Ground clearance (per SAE J1234)
R	 15’10” (4.8 m)	 15’10” (4.8 m)	 Wheel base
AA	 24’11” (7.6 m)	 24’9” (7.5 m)	� Maximum radius at ground line  

(165° pivot)
AB	 13’6” (4.1 m)	 13’0” (4.0 m)	 Maximum digging depth (165° pivot)
AG	 11’4” (3.5 m)	 11’0” (3.4 m)	� Minimum level cut radius with bucket 

flat on ground line
AQ	 30° Up &	 30° Up &	 Boom pivot angle 
	 60° Down	 60° Down	
AS	 165°	 165°	 Bucket pivot angle
AW	10’3” (3.1 m)	 10’3” (3.1 m)	 Telescoping boom travel
AX	 110°	 110°	 Bucket tilt angle (both sides of center)

BD	 16’4” (5.0 m)	 16’10” (5.1 m)	� Minimum clearance of bucket teeth, 
with bucket pivot at maximum height

BG	 14’1” (4.3 m)	 14’7” (4.5 m)	� Maximum height of working equipment 
with bucket below ground line

BK	 6’8” (2.0 m)	 6’5” (2.0 m)	 Minimum bucket cleanup
BL	 10’8” (3.3 m)	 10’8” (3.3 m)	 Swing lane clearance
BM	17’11” (5.5 m)	 17’7” (5.4 m)	� Minimum machine swing radius at 

ground level
BN	 30” (762 mm)	 30” (762 mm)	 Passenger side swing clearance

Rated boom force: 
16,387 lb (97.6kN)
Rated bucket breakout force: 
11,400 lb (50.7 kN)
Weight: 
Approximate working weight, including a 60” (1.54 m) bucket,  
fuel tank half full. 
4x2: 32,200 lb (14,600 kg) 
4x4: 34,500 lb (15,650 kg)
Specifications subject to change without notice.
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It is Gradall policy to continually improve its products. Therefore, designs, materials and specifications are subject 
to change without notice and without incurring any liability on units sold. Units pictured are equipped without 
optional equipment. See applicable specifications and price lists for optional equipment.

Get an even greater
Return on your 
investment
combining designed-in Gradall 
versatility with a range of

ATTACHMENTS

T YPICAL ATTACHMENTS:

Ditching Bucket 

8215-6006 • 60” (1.52 m)

Pavement Removal Bucket 

8215-6004 • 24” (0.610 m)

Excavating Bucket 

8215-6008 • 36” (914 mm)

Rotary Mower  

8215-5005 • 50” (1.27 m)

Flail Mower 

8215-5006 • 40” (1.02 m)

Fixed Thumb Grapple 

8215-5003

Tree Limb Shear 

8215-5004

Governmental entities as well as small and specialty 
contractors will appreciate their return on investment, 

thanks to Gradall’s famous designed-in versatility and a host 
of attachments.

Not only can you drive your Discovery Series excavator  
quickly from one site to another, our attachment design lets 
you perform one or more jobs – ditching, concrete and asphalt 
repair, mowing and culvert replacement – in a single day.

High-pressure, load-sensing hydraulics adjust automatically 
to deliver the power you need to handle various jobs while 
also conserving fuel. Optional auxiliary hydraulics at the 
boom end further extend the range of available attachments.


